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GUI INTERPRETATION TECHNOLOGY FOR CLIENT/SERVER 

ENVIRONMENT 

FIELD OF INVENTION 
5 The field of invention relates to client/ server processing and more 

specifically to the efficient implementation of complex programming 
environments within a client /server environment. 

BACKGROUND OF THE INVENTION 

10 Client/server architecture involves a lower performance and less 

expensive client device (typically) located on an employee's desktop, such as a 
personal computer (PC), communicatively coupled through a local area 
network (LAN), corporate intranet, the Internet or other network to a higher 
performance and more expensive server device, such as a workstation or 

15 mainframe. 

The benefit of the client/server architecture is overall reduced cost per 
MIPS due to the implementation of the inexpensive desktop devices. 
Generally, sophisticated tasks are left to the server while more mundane tasks 
are left to the client resulting in better cost performance as compared to other 
20 architectures (such as purely terminal based environments). 

As such, application programs running over the client/server 
architecture involve cooperative software located on both the client and the 
server. Two approaches have generally been taken to divide the functional 
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responsibility between the server software and the client software: the 
traditional client server approach 101, shown in Figure la, and the display 
oriented approach 102, shown in Figure lb. 

The traditional approach 101 involves client software 103 executed on 
the client 107a that translates between GUI interactivity 104a with the client's 
graphical user interface (GUI) 105a and function calls/responses 106 issued 
to/from the server software 108a. In this approach, the client software 103 
manages significant application logic while leaving sophisticated or necessarily 
centralized functionality for the server software 108a. 

The display oriented approach 102, sends all GUI interactivity 104b over 
the network. As such the client software is practically non existent since the 
GUI itself 105b represents the most substantial logic existing on the client 107b. 

Many application software types are programmable. Programmable 
appHcation software is used to create custom software routines (e.g., a custom 
automated inventory workflow for a specific company). Typically, the custom 
software routines conform to a programmable environment. A programmable 
environment is essentially a set of global programming rules capable of 
supporting different custom software routines. 

Unfortimately, both of the aforementioned approaches 101, 102 do not 
handle programmable environments well. As for the traditional approach 101, 
the main problems derive from the client software's 103 attempt to support the 
full range of behavior allowed by a comprehensive programmable 
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environment. A first issue concerns efficiency. That is, the client software 103 
must be able to successfully handle all types of user activity even if many forms 
are simply never utilized. For example, if a specific programmable application 
happens to use only ten programmable operations out of a possible 300, its 
associated client software 103 must contain logic to handle all 300 possible 
actions. 

A second issue concerns the client software's 103 "awareness". For 
example, consider an instance where a programmable environment rule 
mandates initiation of a data entry form when both a certain button is clicked 
and a certain field has the value "X". The client software 103 intelligence 
should recognize whether the field has the value "X" when the button is clicked 
before sending a "data entry form" request to the server software 108a. As 
such, the client software 103 must have sufficient awareness as to the applicable 
programming rules. 

Another problem involves download time. When the application is 
commenced, the large and complicated blocks of client software 103 consume 
too much time when downloaded from the server. Thus, in the b-aditional 
approach 101, large and complex client software 103 frequently presents too 
much offered load to the client device during application operation and to ihe 
network during application initiation. Furtiiermore, pre-installation of large 
client software 103 modules on the client machine 107a increase the cost of 
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maintaining such installations and the pre-installation requirements can render 
the applications unusable in environments such as the World Wide Web. 

The display oriented approach 102 of Figure lb fairly addresses the 
above problems. Essentially, most of the logic associated with the client 
software 103 of the traditional approach 101 is transferred to the server software 
108b. Since the remaining client software is negligible there is little offered load 
to the client device 107b. 

However, under the display oriented approach 102, the application 
typically assumes some standard display mechanism exists. The server 
software 108b is therefore locked into a single set of display characteristics and 
capabilities. For example HTML takes away a significant amoimt of 
programmer control over display since the layout is done using the constraint 
based mechanisms of HTML. This constraint is prohibitive in programmable 
environments which typically require an ability to create various display 
features. 

Thus, for programmable environments, the traditional approach 101 
comprises too much client software 103 while the display approach limits 102 
the application (or at least the server software 108b) to a single set of display 
mechanisms. 

What is needed is a new approach suitable for programmable 
envirorunents. 
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SUMMARY OF THE INVENTION 



A method comprising receiving a message from a remote device, the 
message comprising either a definition, a state change, a command or some 
combination thereof; processing the definition (if any) before the state change (if 
any); and processing the state change (if any) before processing the command 
(if any). 

Another method comprising recognizing a dependence on a remote 
device; and sending a message to the remote device, the message comprising 
either a definition, a state change, a command or some combination thereof. 

Also apparati are described having a processor and a memory coupled to 
the processor, the memory having stored therein sequences of instructions 
which, when executed by the processor, cause the processor to perform the 
above methods. 
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BRIEF DESCRIPTION OF THE DRAWINGS 

The present invention is illustrated by way of example and not limitation 
in the figures of the accompanying drawings, in which like references indicate 
similar elements, and in which: 

Figure la shows a traditional client/server approach. 

Figure lb shows a display oriented client/server approach. 

Figure 2 shows a client/server architecture. 

Figure 3 shows a message hierarchy for the client/server architecture of 
Figure 2. 

Figure 4 shows an example of messaging between a client and server. 

Figures 5 shows an example of an application. 

Figure 6 shows the execution of the application of Figure 5. 

Figure 7 is a list of commands for an application that uses the protocol. 

Figure 8 is a list of states that for an application that uses the protocol. 

Figure 9 is a list of definitions for an application that uses the protocol. 
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DETAILED DESCRIPTION 



A method is described that involves receiving a message from a remote 
device, the message comprising either a definition, a state change, a command 
or some combination thereof; processing the definition (if any) before the state 
change (if any); and processing the state change (if any) before processing the 
command (if any). 

Another method is described that involves recognizing a dependence on 
a remote device; and sending a message to the remote device, the message 
comprising either a definition, a state change, a command or some combination 
thereof. 

Also apparati are described having a processor and a memory coupled to 
the processor, the memory having stored therein sequences of instructions 
which, when executed by the processor, cause the processor to perform the 
above methods. 

These and other embodiments of the present invention may be realized 
in accordance with the following teachings and it should be evident that 
various modifications and changes may be made in the following teachings 
without departing from the broader spirit and scope of the invention. The 
specification and drawings are, accordingly, to be regarded in an illustrative 
rather than restrictive sense and the invention measured only in terms of the 
claims. 
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A client/server architecture 201 suitable for programmable applications, 
amorig others, is shown in Figure 2. This architecture 201 may be viewed as an 
intermediate approach when compared to the traditional 101 and display 
oriented 102 approaches shown back in Figure 1. That is, the client software 
203 is small enough such that client device 240 or network 250 performance is 
not a concern while the architecture 201 allows for versatile display 
characteristics. Again, the application software is the combination of the client 
software 203 and the server software 208. Hereafter, for simplicity, the term 
application may be used to refer to a programmable application, however, it 
should be understood that that the present invention may be applied to non- 
programmable applications as well. 

GUI interactivity 204 refers to the traffic between the GUI 205 and the 
client software 203. The GUI 205 is a translation layer between the user 211 and 
the application software. Thus GUI interactivity 204 is a translated form of the 
interactivity 212 between the user 211 and the GUI 205. Use of the term 
"interactivity" is meant to indicate the traffic flow is bi-directional. That is, the 
GUI's 205 primary purpose is to allow the user 211 to commimicate with the 
application as well as allow the application to communicate with the user 211. 

The architecture 201 is based upon the reduction of GUI interactivity 204 
(and thus ultimately user /GUI interactivity 212) by the client software 203 and 
server software 208 to three fundamental characteristics (definitions, state 
changes and commands as discussed later) and the effective hierarchical or 
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ordered exchange 210 of these characteristics between the client software 203 
and the server software 208. 

The reduction of user activity (i.e., traffic flow from the user 211 to the 
application) to these fundamental characteristics by the client software 203 
coupled with communicating them to the server software 208 and then 
processing them via an ordered sequence within the server software 208 allows 
the server software 208 to efficiently maintain and monitor, within the server 
device 209 itself, a sufficient tinderstanding of the GUI 205 at all times. 

Thus, the three fundamental characteristics and their associated 
hierarchical processing by the server software 208 are used by the server 
software 208 to build an imderstanding of the GUI 230 that correctly interprets 
relevant user activity at the GUI 205 and subsequently processes the application 
according to this activity. For example, if the user 211 interconnects two icons 
with a line to form a workflow in the GUI's 205 programmable envirorraient, 
the server software 208 properly detects this activity and builds the 
corresponding workflow into the application. 

In this example, although the fundamental characteristics do not 
necessarily need to be sent over the network 250 in an ordered fashion they 
must be processed by the server software 208 in an ordered fashion. Thus 
many embodiments may, for simplicity, choose to similarly package the 
fimdamental characteristics for transport over tiie network 250 in an ordered 
fashion. Regardless, it may be said for any embodiment that the fundamental 
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characteristics are effectively exchanged in an ordered fashion since they are 
processed at the receiving end according to the hierarchy. 

Application activity toward the iiser 211 (i.e., traffic flow from the server 
software 208 to the user 211) may be communicated from the server software 
208 to the client software 203 using the same three fundamental characteristics 
coupled with the same ordered processing by the client software 203. For 
example, assume some particular user activity mandates the application 
respond to the user 211 with a data entry form. When the server software 208 
detects this particular activity (from its GUI understanding 230), it sends the 
data entry form (reduced to the fundamental characteristics) to the client 
software 203. 

The client software 203, similar to the server software 208, also maintains 
a sufficient description of the GUI 205 at all times. When the client software 203 
receives the entry form related characteristics, it updates its GUI 
imderstanding 231 by processing these characteristics in their proper order. 
This imderstanding 231 is then translated into an appropriate GUI 205 format, 
sent to the GUI 205 and the data entry form is then displayed in the GUI 205. 

Although the above examples may be read to imply that all of the 
fimdamental characteristic types (definition, state change and command) are 
always transferred between the client software 203 and the server software 208 
for a particular activity, it is important to note that this is not necessarily true in 
all instances. That is, as discussed later, in some cases only one or two of the 
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fundamental characteristics are involved, and therefore only these are 
transferred between the client 203 and the server 208 software. 

As both the client software 203 and the server software 208 each 
maintain a GUI understanding 231, 230 and as each updates the other as to 
changes observed in their understanding 231, 230 it may be said that the client 
software 203 and the server software 208 are ''synchronized" with one another 
as to their GUI understandings 231, 230. This is discussed in more detail below. 

The GUI understandings 230,231 are used to track or affect status of the 
GUI 205 on the client. Since the actual matter appearing within the GUI 205 
must be in accordance with the programmable environment presented to the 
user, the rules or other features associated with the programmable environment 
may also be included in the GUI understanding 230,231. As such, use of the 
term "GUI" or "GUI environmerit" or "GUI understanding" are meant to 
include, where applicable, these environmental aspects as well. 

The GUI understandings 230,231 are implemented as records of the 
definitions and states that apply to the presentation of the user's application as 
well as any applicable commands. Records may be any data structure such as 
objects, variables or files. As discussed in more detail ahead, definitions are 
aspects of the application that do not change during the execution of the 
application while states are aspects of the application that may change during 
the execution of the application. A state change is therefore any change to an 
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aspect of the application designed to be modifiable during application 
execution. 

The protocol described herein is ordered or hierarchical. This means 
fundamental characteristics, after being transferred between client 240 and 
server 209, are processed at the receiving device in a particular order. 
Specifically, for any GUI interactivity 204 (whether iiutiated by the user 211 or 
the application): 1) definitions (if any) are processed before state changes (if 
any); and 2) state changes (if any) are processed before commands (if any). 
With respect to definitions and state changes, the term processed refers to the 
activity of updating the GUI understanding at the receiving device. With 
respect to commandfs, the term processed refers to executing the directive 
associated with the command or updating the GUI understanding at the 
receiving device 

All of these features are discussed in more detail ahead. A detailed 
discussion of the fundamental characteristics immediately follows, followed by 
a detailed discussion of the hierarchical protocol. 

The first of the three fundamental characteristics is a definition. A 
definition is any fixed aspect of the GUI 205 environment associated with the 
application. Use of the term ''fixed'' means definitions do not change during 
application execution. An example is an application specific data entry form 
having fixed categories. 
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For example, consider an "inventory" data entry form (also referred to as 
simply a data form) having two columns: ''part number'' and "quantity". 
During execution of the application, in this example, the "inventory" data entry 
form always uses "part number" and "quantity" columns. Thus, these aspects 
are fixed. As such a definition may exist for these aspects of the entry form. 
The structure of the definition may resemble a specification that lists the fixed 
aspects such as the name ("inventory") each column ("part number" and 
"quantity"), the visual dimensions of each column if they are fixed (e.g., pixel 
dimensions), the colors used to construct the features of the form if they are 
fixed, etc. 

It is important to note that definitions may be tailored to the level of 
fixed detail the software designer chooses. That is, one design may choose a 
fixed coloring scheme for the data entry field while another application may 
allow the application or user to vary the coloring scheme. In the former 
application the color is a definition, while in the later it is a state (since it may be 
varied). 

Furthermore, definition types may be as varied as the GUI presentation 
or a programmable environment supports. For example, if the environment 
supports various forms, programmable rules, colors, line-drawing etc., any 
fixed aspect(s) of these may be organized within separate definitions for each. 
For example, if a particular form has a fixed size it will be reflected in the form's 
definition. Also, if the form has a fixed shape it will be reflected in the form's 
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definition. Thus, to summarize, definitions are structures that enumerate or 
otherwise organize the fixed characteristics associated with any feature or 
aspect of the programmable environment. 

Furthermore, definitions of the GUI 205 environment may also include 
purely environmental fixed features such as settings or functions that always 
apply to the application's programming environment. For example, a list of 
those progranimable rules that always apply (or do not apply). Thus 
definitions are not limited tQ strictly graphical features. 

As the GUI 205 presents the application to the user 211, the definitions 
are used to identify and describe the fixed building blocks of that presentation. 
Remember that the present invention reduces GUI interactivity 204 to three 
fundamental characteristics. The definition characteristic may be viewed as a 
reduction of the fixed matter or "things" (such as forms or environmental 
settings) created or established within the application by the user 211 or 
application software. 

The definition approach is well suited to object-oriented technologies 
since these technologies easily create various classes of objects. For example, 
form objects can be further classified as warehouse form objects or factory form 
objects. Still more objects may be defined in future applications as well. Thus 
the approach described here helps avoid the graphical limitations associated 
with the display oriented approach referred to in Figure lb. Whereas the 
display oriented approach 102 has a fbced, predetermined set of display 



004020.F001 



15 



characteristics and capabilities; the scope of the display characteristics 
described according to the present invention may be coextensive with the 
relatively unlimited scope of object oriented technology itself. 

Continuing with the "inventory" data form as an example, a brief 
discussion of the commimication between client software 203 and server 
software 208 follows next. Assume the user points and clicks on a icon to 
initially open the inventory data entry form. The applicable fundamental 
characteristics that reflect the point and click on the icon are sent from client 
software 203 to the server 208. The server software 208 updates its GUI 
understanding 230 and immediately recognizes the user's desire for the 
inventory data entry form. The server software 208 may then: 1) pull the 
definition of the inventory form (e.g., the "part number" and "quantity" 
coliimn information and any other fixed feature such as windows size or color 
the software is designed for) from a database; 2) update its GUI xmderstanding 
230 with the definition of the form; and 3) send the same definition of the form 
to the client software 203. The client software likewise updates its GUI 
understanding 231 with the new definition and instructs the GUI 205 to display 
the form. 

It may be helpful to assume part of the form's definition is to have initial 
default values of "blank" for all part number and quantity values. Thus along 
with both GUI understandings 230,231 having a new inventory form definition, 
they also have a new state of "blank" for each part number and quantity field in 
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the form. State is discussed in more detail ahead. Note, however, that in this 
example the entire definition is transferred between the server 209 and client 
240. This is one characteristic of the protocol described herein. 

Remember that the architecture 201 is based upon the reduction of 
application related GUI interactivity 204 to three fundamental characteristics: 
definitions, state changes and commands. The first fundamental characteristic, 
definitions, has just been described. A description of the second fundamental 
characteristic, states changes, is described next. 

Before discussing state change, however, the concept of "state" will be 
described. State is the matter associated with the GUI 205 or programmable 
enviroriment that is not fixed; that is - the application allows for its 
modification during execution. 

A good example continues with the aforementioned "inventory" data 
entry form. As discussed, the form has fixed definition matter as represented 
by its name, "part number" and "quantity" columns. As the form is filled out, 
however, actual values may be inserted within the respective columns (e.g., 
"16F1802" in the part number column and "4-5k" in the quantity column). 
Additional values may be added while existing others may be replaced with 
new values. These are all modifiable during program execution and therefore 
reflect state. Thus, in this example, the inventory data entry form has 
associated definitions as well as associated states. 
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Just as various definition types exists, varioiis state types exists as well. 
That is, for example, states relating to other forms, drawn lines, environmental 
rules, etc. may also exist. These states may be organized into records according 
to their corresponding forms, drawn lines, rules, etc. as well. 

A state change is a change in any state associated with the GUI 205 
environment. For example, in reference to the previous example, changing the 
quantity of part number 16F1802 from "4-5k" to "7k" represents a change in 
state for that entry of the quantity coltimn of the inventory form. 

If this change is made by the user, the client software 203 updates its 
GUI understanding 231 accordingly (e.g., by writing the new quantity into the 
quantity state associated with the inventory data form). The client software 203 
flags the state change as being associated with the next outgoing message to the 
server 209. Thus, when the next message is ultimately sent to the server 209, 
this same state change is sent to the server software 208 (which then similarly 
updates its GUI understanding 230). As discussed ahead, the sending of the 
message is triggered by a command. Note that both GUI understandings 
230,231 have a record of the GUI 205 state but only transfer the change to that 
state. This is another characteristic of the protocol herein described. 

The state change information associated with a message typically 
comprises an identification of the affected state (e.g., a quantity entry in data 
form named "inventory") and the updated parameter (e.g., the new quantity) 
thereby reflecting the corresponding state change. State changes may relate to 
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one or more definitions depending on the relationship between the state change 
and definitions involved (e.g., the new quantity entry relates to the quantity 
column definition). 

Similarly, a state change may be initiated by the application. Continuing 
with the previous example, assume the application dictates that a 
corresponding market price (provided by the application) must be displayed in 
a separate "price" column whenever the quantity exceeds 6k. When the server 
software 208 updates its GUI imderstanding 230 and recognizes that a quantity 
above 6k has been entered in the quantity field by the user 211, the server 
software 208 looks up the current market price in a database and presents it, 
along with information for a new "price" column, as state changes to the 
inventory data form within its GUI understanding 230. Thus both a new 
"price" column and the price for the part number are state changes in this 
example. 

These state changes are then sent to the client software 203 which 
updates its GUI understanding 231 and then presents the GUI 205 with the 
corresponding instruction(s). The GUI 205 then presents the user with the new 
colimm and price in the inventory form. Again notice that both GUI 
imderstandings 230,231 comprise state records yet only commimicate to one 
another with state changes as opposed to the entire state record. Thus, 
according to the protocol described herein, whereas entire definitions are 
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transferred between server and client only state changes (and not the entire 
state) are transferred. 

Furthermore, as state information may comprise the position of a 
movable image within the GUI 205, the GUI understandings 230, 231 may be 
updated whenever an image is moved within the GUI 205. As such, the server 
software 208 may detect whether images are overlapping, next to each other, 
etc. which may (or may not) invoke further application software processes. The 
point is, however, any application programming environment may be 
supported/ defined since the server's GUI understanding 230 offers 
tremendous versatility. Some application programming environments may 
trigger further processing if images overlap while other environments may not. 

Thus, to compare definitions and state changes: definitions are 
reductions of the fixed ''things'' within the application's presentation to the user 
(such as fixed images and environmental parameters), whereas state changes 
are reductions of changes to modifiable "things" within that same environment. 
The last fundamental characteristic, commands, may now be discussed. 

It may be helpful to recall the background discussion. Remember that 
the client server approach is founded on the concept that an application 
program is realized in the form of software that runs on both the client 240 and 
the server 209. Thus, in order for the application to operate properly, the client 
240 and server 209 must cooperatively work together. 
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This cooperation may also be viewed as a form of co-dependence. That 
is, the client software 203 depends upon the server software 208 for certain 
application functionality (e.g., higher performance computations than the client 
240 is cost effectively able to perform) while the server software 208 similarly 
depends upon the client software 203 for certain application functionality (e.g., 
assisting in the presentation of GUI 205 matter to the user 211). 

Commands are signatures of this co-dependence. Specifically, 
commands are directives that directly or indirectly cause the remote software to 
undertake some action or function. When the GUI xmderstanding of a local 
(i.e., sending) device produces a situation where the relevance of that GUI 
imderstanding to the proper operation of the application requires the 
involvement of the remote (i.e., receiving) device, a message is sent from the 
local device to the remote device that enables the remote device to update its 
GUI imderstanding and perform the needed functionality accordingly. 

For example consider an example where, according to the programmable 
environment, certain user 211 activity (e.g., placing two GUI 205 images next to 
each other) mandates the application respond to the user 211 (e.g., with "Form 
A" on the GUI 205). Thus the user 211 implicitly tells the application to 
produce "Form A" by placing these two images next to each other. In this 
example, assume the server software 208 recognizes the user 211 activity (e.g., 
the placing of the two images next to each other) on its GUI understanding 230 
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and subsequently performs the appropriate response (e.g., produces "Form A'') 
and relays it to the client software 203. 

In this example, the client software 203 recognizes the user 211 activity 
requires the assistance of the server software 208 and accordingly flags the state 

5 change (i.e., new positions of the images within its GUI understanding 231) and 
sends a message to the server that incorporates the state change as well as a 
command. Thus, the client 203 is designed to recognize when it depends upon 
the server software 208 in order for the application to properly perform as a 
whole. The command in this example takes the form of an instruction (e.g., 

10 "Get Form") and may be referred to as a command instruction. Another type 
of command, referred to as an express command, is discussed after the current 
example is described. 

The specificity of the command instruction is up to the designer. For 
example, the command instruction may be "Get Form" (general) or "Get Form 

15 A" (specific). In the first instance the server software 208 must have the 

intelligence to recognize which form to get by observing its GUI understanding 
230 while in the second instance the server software is simply told which form 
to get and updates its GUI understanding 230 mostly to synchronize with the 
client software 203 in order to support (perhaps) subsequent processes that 

20 depend upon the server software 207 having the updated GUI understanding. 
Thus the degree of intelligence placed at either device 240, 209 is up to the 
designer. 
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Continuing with the primary example, the server software 208 retrieves 
'Torm A'' and updates its GUI imderstanding 230 with the 'Torm A" definition 
and applicable state change (if any). Since the user 211 is not seated at the 
server 208 but instead is located in a remote location with the client 240, in 
order for the application to work properly, the server software 208 depends 
upon the client software 203 to actually present "Form A" to the user 211 on 
his/her GUI 205. Thus another message is sent, this time from the server 
software 208 to the client software 203 that incorporates the applicable "Form 
A" related definitions and /or state changes and a command such as "Display 
Form". The application in this instance implicitly tells the user to read "Form 
A". 

Thus a command is a directive between the server software 208 and 
client software 240 that directly or indirectly causes the remote software to 
perform some function such as (on the server side) reading a database, 
performing logic or other calculations, communicating with another device, etc. 
This directive is also related to the co-dependence of the remote software 203, 
208 with one another. 

The previous example involved an instruction-like command, such as 
"Get Form". As mentioned previously, commands may also be express. In 
many cases commands are expressly offered at the GUI 205/user 211 interface. 
Examples include mouse button clicks, hitting the enter key, or clicking on a 
save button in a tool bar. Since mouse buttons, the enter key and the save 
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button are all visible options presented to the user they are referred to as 
express commands. 

With express commands, more intelligence is typically applied to the 
server software 208. That is, similar to the previous "Get Form" (general) 
5 example, the server software 208 is responsible for determimng the proper 
application response by observing the update to its GUI understanding 230. 
Nevertheless, the client software 203 is still responsible for recognizing the 
dependence on the server software 208. The client software flags appropriate 
user 211 activity, updates this activity into its GUI understanding 231 and 

] 0 relays to the server software 208 a message having the new activity as well as 
the express command (e.g., ''enter key hit" or "mouse button clicked"). 

Recognizing the dependence upon remote software does not necessarily 
require a high degree of local cognition or intelligence. It simply means the 
local software is designed to construct a message when proper operation of the 

15 application necessitates the assistance of the remote software. For example, in 
one embodiment, all application functions triggered by the user's 211 hitting of 
a return key are executed on the server software 208. In this embodiment, in 
order to embed appropriate recognition on the client software 203, the client 
software 203 is designed to construct a message whenever the user hits the 

20 return key. 

Although commands may be related to a state change in the sense that, 
for example, hitting the enter key (i.e., an express command) causes a special 
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process to start after a data entry field is updated with a new value (i.e., a state 
change); commands do not require explicit reference to a state or a state change. 
That is, using this example, the server software 208 may recognize from its own 
logic and corresponding GUI understanding 230 that the new data entry field 
value (the state change) in conjunction with hitting the enter key (the 
command) is supposed to start the special process. This is also a good example 
of a situation where a message has state change and command information but 
no definition information. 

Thus, in this example, if the client software 203 merely sends the server 
software 208 the state change (new data entry value) and the express command 
(enter key is hit) it is sufficient information for the server software 208 to start 
the special process even though the command never explicitly referred to the 
state change. As discussed ahead, the hierarchical order of the protocol 
mandates the server software 208 process the state change before the command 
which, by itself, preserves the relationship between the command and state 
change and allows for the command to not explicitly refer to the state change. 

Again, this example may be implemented in an alternate fashion. 
Specifically, instead of sending the server software 208 a "hit enter key" 
command along with the data entry value state change, the client software 203 
may alternately send a "start specific process" command. Thus it is 
functionally immaterial whether the command is embodied as an express 
offering at the user 211 /GUI 205 interface (e.g., "hit enter key") or as an 
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instruction (e.g., "start specific process") between the two software layers (i.e., 
client 203 or server 203). The specific approach may be chosen at the option of 
the software designer. Giving the client the ability to send command 
instructions to the server involves more code in the client software 203 which 
may be imdesired in some applications. As such, some applications may 
provide for command instructions to be sent only in the direction from the 
server to the client. 

Before moving on to protocol example, a brief discussion of the scope of 
its applicability is necessary. Specifically, the effective hierarchical exchange of 
definitions (if any), state changes (if any) and commands (if any) may be 
implemented in any environment where a single application depends upon the 
cooperative (i.e. co-dependant) operation of two devices remote from one 
another. In the client server environments discussed herein the client device 
240 is remote from the server device 209 since both are separated by a network. 
Thus a remote device is a device commimicatively coupled to the local device 
via a network. 

Client/ server environments may be characterized as remote 
environments where substantially more software code runs upon the server 
than upon client. It is therefore important to note that the present invention is 
applicable to other environments where no such code imbalance exists. That is, 
the present invention may be applied to any environment where an application 
is executed as a whole over remote devices and is not necessarily limited to 
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those environments requiring a code imbalance or a specific degree of code 
imbalance as to the remote devices. 

Figure 3 shows an embodiment of the message 300 containing the 
fundamental characteristics. A header 301 precedes a definition 302 which in 
5 turn precedes a state change 303 which in turn precedes a command 304. The 
message embodiment 300 is orgaruzed according to a hierarchy followed when 
processing the message. That is the header 301 should be processed before the 
defirution 302; the definition 302 should be processed before the state change 
303, the state change 303 should be processed before the command 304. 
. u 10 Alternatively, each message 300 may contain lists of definitions within a 
iji definition space 302; and /or lists of state changes with a state change space 303; 

^1 and /or lists of commands within a command space 304. 

U The header should be processed first in case data is corrupted over the 

network. Otherwise, corrupted definitions, state changes or commands may be 
15 processed before a request to resend the message is sent. Next, all definitions 
should be processed before any state changes. Definitions are sent when newly 
needed. Once a definition is received, it is "remembered" at the receiving 
device so that when the definition is thereafter utilized it does not need to be 
resent. Similar to the aforementioned relationship between a state change and a 
20 command, a state change does not require explicit reference to a definition. 
State changes sent between server and client may be related to a 
definition in the sense that, for example, a data form having a defined (i.e.. 
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fixed) column may embrace changes in the data values (i.e., state changes) 
entered within that column. However, once again, no specific reference by the 
state change to the definition is required. The state change need only refer to 
the affected state (e.g., the record of modifiable data values within the form). 

Nevertheless, definitions are processed before state changes in order to 
address these instances where a state change is related to a newly needed 
definition. For example, assume a newly needed definition incorporates a 
default state. In order for a state change to be implemented to the default state 
at the same instant the definition is used, the definition and its default state 
must be imderstood before the default state can be modified by the state 
change. For these and similar purposes, therefore, definitions are always 
processed before state changes. 

For similar reasons state changes should be processed before commands. 
That is as discussed, commands may relate to one or more state changes. The 
state change(s) should be processed before the command is processed so that 
the significance of the command can be understood. Thus another aspect of the 
protocol is that state changes are processed before commands. 

It is important to note that not every message will have a definition, state 
change and command. For example, in some embodiments the client software 
203 may request a form from the server software 208. In response, the server 
software 208 sends a message having the definition of the new form. In this 
example, this message has neither a state change nor a command. The client 
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software 203 simply processes the definition. Thus messages may contain 
various combinations of definitions, state changes and commands depending 
on the dynamics of the appUcation's operation. This will become apparent in 
the example described with reference to Figures 5 and 6. 
5 It is also important to note (as alluded to above) that more than one 

definition, more than one state change and more than one command may be 
sent per message. As long as all definitions are processed before all state 
changes and all state changes are processed before all cormnands (i.e., the 
hierarchy is preserved), the necessary relationships will be automatically 
10 preserved and understood. Thus any singular reference to a definition (e.g., 
"the definition" or "a definition"), a state change or a command should not be 
read as limiting the invention to embodiments not entertaining multiple 
definitions, state changes or commands per message. 

The message 300 embodiment of Figure 3 may be viewed more as a 
15 messaging hierarchy rather than a tangible message format. A message 

associated with an ordered or hierarchical protocol may also be referred to as 
an ordered message. The tangible ordered message formats sent over the 
network may foUow the organization of Figtire 3. That is, bundle the header 
301, Defiiutions 302, State Changes 303 and Commands 304 into a single 
20 message in the above order. Other embodiments may tag an error checking 
field at the end of the message. Further embodiments may mix the 
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fundamental characteristics 301, 302, 303 in any order provided they are 
processed in the order described above. 

Note that in embodiments bundling all the characteristics into one 
ordered message, empty definition fields are possible. That is, as discussed 
before, ordered messages may be sent indicating a state change (and command) 
but not having any definition information. In such a case, the definition field of 
the ordered message is empty since the related definition is already known by 
the receiving device. Still other ordered messaging embodiments may 
comprise only one or two characteristics per message. This is acceptable 
provided the hierarchy in processing just described is preserved. 

Before moving on to a specific messaging example, some further points 
about the protocol may be helpful. First, the protocol may be viewed as three 
independent channels: a definition channel, a state change channel and a 
command channel Since information within one channel does not require 
explicit reference to information associated with another charmel, these 
channels may be described as independent. As long as the hierarchy is 
maintained per received message (definitions (if any) processed before state 
changes (if any) and state changes (if any) processed before commands (if any)), 
the receiving software (either client or server based) has the intelligence to 
recognize the significance of any relationships between these channels. 

Second, the protocol may be used to maintain "synchronization'" 
between the client and server. That is, further messages are not sent by a 
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sending device until it receives some form of acknowledgement by the 
receiving device that it is has received a prior message and/ or updated the GUI 
understanding at the receiving end accordingly. By delaying further message 
transmission until receiving confirmation of a previous transmission, the GUI 
5 imderstandings of the client and server are guaranteed to be effectively 
synchronous with one another at all times. Thus various embodiments may 
include some form of communication confirmation in order to maintain 
synchronization. 

The necessary acknowledgement may be in the form of a response to an 
10 initial message. That is, since the messages relate to the co-dependence of the 
remote software (and particularly the dependence of the client software 203 on 
the server software 208), an initial message is frequently responded to by a 
responding message. For example, when the client software 203 needs the 
server 208 to get a form, the acknowledgement is realized when the server 
15 software 208 responds with the form. 

Figure 4 shows an example of a messaging sequence where the ordered 
message 401a,b comprises all three fundamental characteristics 402a,b,c. At 
time TO, the client 403a processes, for example, some activity by the user. This 
involves updating the GUI understanding within the client 403a. After this 
20 update, at time Tl, the client 403b sends an ordered message 401a to the server 
404a. At time T2, the server 404b processes the ordered message which 
involves updating its GUI understanding and initiating and application 
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processes that may result from the update. At time T3, the server 404c sends an 
ordered message 401b to the client 403c that reflects a new GUI state (resulting 
perhaps from an application process just performed on the server 404b). The 
client 403d, at time T3, processes this ordered message 401b which involves 

5 updating its GUI understanding and reflecting this update to the GUI itself. 
Figures 5 and 6 show another simple example. Assume a basic 
application 500a,b, as shown in Figure 5, has been created. The application 
500b displays an employee's department in the department field 502b when 
his/her name is typed in the name field 501a (as shown in application 500a). 

10 The application software on the server follows the following rule: whenever the 
return key on the name field is pressed, use the value of the name field to look 
up the associated department; if there is exactly one match, put this value into 
the department field. 

Thus the application 500a,b in the GUI may be named "form" having its 

15 state matter specified by two fields: an editable name field 501a,b and a read 
only department field 502a,b. The states are defined by whatever appears in 
each of these fields 501, 502. Assume the irutial default value is ''blank". The 
only command recognized (besides the initiation of the application itself) is the 
hitting of the return key. Figure 6 shows the processing sequence for this 

20 example. Assume an ordered messaging embodiment that comprises all three 
fundamental characteristics is used. 



I 



004020.F001 



At time TO, the client initiates the application. The ordered message sent 
to the server therefore comprises empty definition and state change fields along 
with a ''run application'' command. At time Tl, the server processes the 
ordered message. The command triggers the loading of the application on the 
server (perhaps from another remote server). The server initiates the 
application by sending an ordered message to the client comprising the 
defirution of the "form" (since it is newly created) having the two empty default 
fields 501, 502 (and perhaps graphical layout information as well). No state 
changes or commands exist, so these sectior\s of the ordered message from the 
server to the client are empty. 

Through times T2-T4, the client processes the ordered message according 
to the hierarchy. That is, the definition is processed first (at time T2) which 
results in the form 500a of Figure 5a being displayed on the client's GUI and the 
definition record added to the client's GUI imderstanding. No state changes or 
commands are processed. During time T5 the client idles until the user enters a 
name (e.g., "John Smith") in the name field 501 at time T6. As the name is 
typed into the name field, the name field associated with the form's state record 
is updated in the client's GUI understanding. This activity corresponds to a 
state change in the form. At time T7 the user hits the return key which is 
equivalent to a command after which (at time T8) the client sends an ordered 
message to the server comprising the state change and the return key 
command. At time T9, the server begins to process the ordered message which 
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involves no new definition. The state change is then applied to the server's GUI 
understanding at time TIO via its corresponding form state record. When the 
return key is processed at time Til it triggers the aformentioned business rule. 
The server finds the proper department (e.g., "accounting'') and enters it into 
the department field of the corresponding form state record within the server's 
GUI understanding. At time T12 a message is sent to the client comprising only 
the state change. At times T13-T15, the client processes the ordered message 
which only involves entering "accounting" into the department field of the 
corresponding form state record within the client's GUI \mderstanding. The 
client's GUI then reflects the form 500b of Figure 5b, 

It is important to note that the reduction of GUI interactivity, limited to 
application related interactivity in the above discussion, could be extended to 
operating system or other non-application related GUI interactivity. Thus, the 
fundamental characteristics may describe non-application interactivity as well. 

Finally, Figures 7, 8 and 9 contain a list of commands, states and 
definitions for a programmable application that uses the protocol described 
herein. These are added in order to provide further insight into the different 
types of definitions, states and commands that may exist for an application that 
uses the protocol. These lists are not intended to be exclusive of other types of 
definitions, states or commands that may be used. 

Thus a hierarchical protocol for a client/server environment has been 
described. 
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CLAIMS 



What is claimed is: 

1. A method, comprising: 

a) receiving a message from a remote device, said message comprising 

either a definition, a state change, a command or some combination 
thereof; 

b) processing said definition (if any) before said state change (if any); and 

c) processing said state change (if any) before processing said command (if 
any). 

2. The method of claim 1 wherein said command (if any) further comprises an 
express command. 

3. The method of claim 2 wherein said express command corresponds to a 
clicking a mouse button. 

4. The method of claim 2 wherein said express command corresponds to 
hitting an enter key. 

5. The method of claim 2 wherein said express command corresponds to 
selecting an option from a menu. 
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1 6. The method of claim 1 wherein said command (if any) is an instruction 

2 command. 

1 7, The method of claim 6 wherein said instruction command corresponds to 

2 getting a form. 

1 8. The method of claim 1 wherein said state change (if any) corresponds to a 

2 new value in a form. 

1 9, The method of claim 1 wherein said definition (if any) corresponds to the 

2 definition of a form. 

1 10. The method of claim 1 wherein said processing said definition (if any) 

2 further comprises updating a definition record associated with a GUI 

3 understanding with said definition (if any). 

1 11. The method of claim 1 wherein said processing said state change (if any) 

2 further comprises updating a state record associated with a GUI 

3 understanding with said state change (if any). 
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12. A method, comprising: 

a) recognizing a dependence on a remote device; and 

b) sending a message to said remote device, said message comprising 
either a definition, a state change, a command or some combination 
thereof. 

13. The method of claim 12 wherein said command (if any) further comprises 
an express command. 

14. The method of claim 13 wherein said express command corresponds to a 
clicking a mouse button. 

15. The method of claim 13 wherein said express command corresponds to 
hitting an enter key. 

16. The method of claim 13 wherein said express command corresponds to 
selecting an option from a menu, 

17. The method of claim 12 wherein said command (if any) is an instruction 
command. 
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1 18. The method of claim 17 wherein said instruction command corresponds to 

2 getting a form. 

1 19. The method of claim 12 wherein said state change (if any) corresponds to a 

2 new value in a form. 

1 20. The method of claim 12 wherein said definition (if any) corresponds to the 

2 definition of a form. 

1 21. The method of claim 12 further comprising updating a GUI understanding 

2 by processing said definition (if any) before processing said state change (if 

3 any). 

1 22. The method of claim 21 wherein said processing said definition (if any) 

2 further comprises updating a defirution record associated with said GUI 

3 understanding with said definition (if any). 

1 23. The method of claim 21 wherein said processing said state change (if any) 

2 further comprises updating a state record associated with said GUI 

3 understanding with said state change (if any). 
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24. The method of claim 12 further comprising: 

a) receiving an acknowledgement message from said remote device, 
said acknowledgement message comprising either a second 
definition, a second state change, a second command or some 
combination thereof; and 

b) processing said second definition (if any) before said second state 
change (if any); and 

c) processing said second state change (if any) before processing said 
second command (if any). 

25. The method of claim 24 further comprising translating said definition (if 
any), said state change (if any) and said command (if any) to a GUI. 
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26. A device having a processor and a memory coupled to the processor, the 
memory having stored therein sequences of instructions which, when 
executed by the processor, cause the processor to perform the acts of : 

a) receiving a message from a remote device, said message comprising 
either a definition, a state change, a command or some combination 
thereof; 

b) processing said definition (if any) before said state change (if any); 
and 

c) processing said state change (if any) before processing said command 
(if any). 

27. The device of claim 26 wherein said command (if any) further comprises an 
express command. 

28. The device of claim 27 wherein said express command corresponds to a 
clicking a mouse button. 

29. The device of claim 27 wherein said express command corresponds to 
hitting an enter key. 

30. The device of claim 27 wherein said express command corresponds to 
selecting an option from a menu. 
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31. The device of claim 26 wherein said command (if any) is an instruction 
command. 

32. The device of claim 31 wherein said instruction command corresponds to 
getting a form. 

33. The device of claim 26 wherein said state change (if any) corresponds to a 
new value in a form. 

34. The device of claim 26 wherein said definition (if any) corresponds to the 
definition of a form. 

35. The device of claim 26 wherein said processing said definition (if any) 
further comprises updating a definition record associated with a GUI 
understanding with said definition (if any). 

36. The device of claim 26 wherein said processing said state change (if any) 
further comprises updating a state record associated with a GUI 
imderstanding with said state change (if any). 
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1 37. A device having a processor and a memory coupled to the processor^ the 

2 memory having stored therein sequences of instructions which, when 

3 executed by the processor, cause the processor to perform the acts of : 

4 a) recognizing a dependence on a remote device; and 

5 b) sending a message to said remote device, said message comprising 

6 either a definition, a state change, a command or some combination 

7 thereof. 

1 38. The device of claim 37 wherein said command (if any) further comprises an 

2 express command. 

1 39. The device of claim 38 wherein said express command corresponds to a 

2 clicking a mouse button. 

1 40. The device of claim 38 wherein said express command corresponds to 

2 hitting an enter key. 

1 41. The device of claim 38 wherein said express command corresponds to 

2 selecting an option from a menu. 

1 42. The device of claim 37 wherein said command (if any) is an instruction 

2 command. 
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1 43. The device of claim 42 wherein said instruction command corresponds to 

2 getting a form. 

1 44. The device of claim 37 wherein said state change (if any) corresponds to a 

2 new value in a form. 

1 45. The device of claim 37 wherein said definition (if any) corresponds to the 

2 definition of a form. 



1 46. The device of claim 37 further comprising updating a GUI understanding 

2 by processing said definition (if any) before processing said state change (if 

3 any). 

1 47. The device of claim 46 wherein said processing said definition (if any) 

2 further comprises updating a definition record associated with said GUI 

3 understanding with said definition (if any). 



1 48. The device of claim 37 wherein said processing said state change (if any) 

2 further comprises updating a state record associated with said GUI 

3 imderstanding with said state change (if any). 



004020.P001 



49. The device of claim 37 wherein said sequence of instructions further cause 
the processor to implement the steps of: 

a) receiving an acknowledgement message from said remote device, 
said acknowledgement message comprising either a second 
definition, a second state change, a second command or some 
combination thereof; and 

b) processing said second definition (if any) before said second state 
change (if any); and 

c) processing said second state change (if any) before processing said 
second command (if any). 

50. The device of claim 49 further comprising translating said definition (if 
any), said state change (if any) and said command (if any) to a GUI. 
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1 51. A machine readable medium having stored thereon sequences of 

2 instructions, which when executed by a processor, cause the processor to 

3 perform the acts of: 

4 a) receiving a message from a remote device, said message comprising 

5 either a definition, a state change, a command or some combination 

6 thereof; 

7 b) processing said definition (if any) before said state change (if any); 

8 and 

9 c) processing said state change (if any) before processing said command 

10 (if any), 

1 52. A machine readable medium having stored thereon sequences of 

2 instructions, which when executed by a processor, cause the processor to 

3 perform the acts of: 

4 a) recognizing a dependence on a remote device; and 

5 b) sending a message to said remote device, said message comprising 

6 either a definition, a state change, a command or some combination 

7 thereof. 
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ABSTRACT 

A method that involves receiving a message from a remote device, the 
message comprising either a definition, a state change, a command or some 
combination thereof; processing the definition (if any) before the state change (if 
any); and processing the state change (if any) before processing the command 
(if any). 

Another method that involves recognizing a dependence on a remote 
device; and sending a message to the remote device, the message comprising 
either a definition, a state change, a command or some combination thereof.. 

Also apparati having a processor and a memory coupled to the 
processor, the memory having stored therein sequences of instructions which, 
when executed by the processor, cause the processor to perform the above 
methods. 
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I . The user types in a name. . . 




2. Presses carriage return... 



3. John's department is looked 
up and appears automatically 




Time 


Client 


Server 


if 


Send "RunApplication" 
command. No definitions, no 
state changes. 




Tl 




Application loaded and initialized on 
server. Send reply message with new 
definitions supplied (form, fields). No 
state changes or commands. 




Process new definitions (create 
the form in the display 
according to specification) 






Process any state changes 
(none). 






Process any commands 
(none). 




rs 


Wait for user interaction. 






User types in "John Smith". 
Client flags Name field as 
having value state change. 






User presses return key. 






Client sends 

Return Key Pressed comnnand 
message, includes al! state 
changes in message (in this 
case, the Name field value), 
and unflags all state changes. 








New definitions applied (none). 


rio 




State changes applied (Name field has 
value "John Smith"). 


ni 




Commands processed. In this case, 
the Return Key Pressed command 
causes the business rule to be fired. 
During the processing, tbe-database 
lookup occurs, and th^'. server's 
Department field value fs=ei=fsnged to 
"Accounting . That field is flaggea as 
having value state change. 






Send reply message. Definitions 
(none), state changes (in this case, the 
Department field value), and unflags ail 
State changes. 


TO 


Process new definitions (none). 






Process state changes 
(Department field given value 
"Accounting"). 




TIS 


Process any commands 
(none). 





COMMANDS 



"Login" 


Validate user and begin session 


"Logout" 


Terminate session 


"Get Task List" 


Request task list definitions - i.e. activities the user can explicitly choose to initiate 
from a central place. 


"Run Task" 


An item from the task list has been chosen, so open the corresponding window, 

custom 'DaflcaP'f* or cniinp A ^'wiriHnw*' prints in q a frsrtn in riMe^rir c^•^\\rr\^^■ 

v,v4ot.wxj.L ^civ-xvag^, ^uLivLc .ttl. VVJJ.IVIVJW Liciil 13 a. ixjillL 11 L ULlciy, o U.L/1I Hi, or mOCUry 

mode. An "custom package" contains list of forms, start form, start mode, associated 
icon, etc. so opening it opens it's start form. A "guide" is a sequence of 
oroorammable rule actions encansulated into a sino'lp rommanH wVtir-Vi /-^a-n l/aoz-i 
user throuffh a form fill-in activitv in a sten-bv-sten Drocess for an v ofhpr ar-Hvif^/ fViaf 
can be "scripted" using programmable rules). 


"Get Schema Window" 


Request window definition containing a form. These windows have an associated 
mode (query, modify, submit new), and can be one pane of a window including a 
query list window. 


"Get Menu By Field Id" 


Expand a programmable menu which is associated with a data field. 


"Close Window" 


Close a window currently open. 


"Get Query List Window" 


Request a window definition containing a query result. This can be one pane of a 
containing window which also contains a schema window. 


"New Display Window" 


Open a window containing form in read-only mode. 

I Q z — 


"Refresh Query List" 


Rxm a query again so that a results window contains up-to-date data 


"Submit" 


The "Submit" menu or toolbar button was pressed. 

— 1 ■ 1 — f 


"Query" 


The "Query" menu or toolbar button was pressed. 


"Modify" 


The "Modifv" menu or toolbar button was pressed. 


"Get Schema Help" 


Request window definition containing help for a db-schema. 


"Get Field Help" 


Request window definition containing help for a field within a db-schema. 


"Return Key" 


The Return key was pressed. 


"Menu Choice" 


A data menu item was selected. 


"Control Fired" 


A programmable menu, toolbar button, or form button was pressed. 


"Set Default" 


The "Set to Default" menu or toolbar button was pressed. 


"Display Pick List" 


J. ici^ciii. u. Lc Willi ex ^i\.rwiiot ya. uDL kjl udLd iLcxiLs it^Lcuxitsu. uy ci cjuery, mociaiiy 
disDlaved^ and reauest the chosen value be rptumpd via a Pirk T i<3f" 
coinmand. 


"Select Pick List" 


An item was selected from a picklist. 


"Open URL" 


A URL embedded in a form window was clicked. Cause the URL to be navigated to 
in the user's web browser. 


"Prompt User" 


The user is to be prompted to choose between a set of choices. 


"Prompt Response" 


The user has chosen from a prompt 


"Cancel" 


A prompt has been responded to by the "Cancel" choice. 


"Message Box" 


A message is to be displayed to the user. 


"Load Entry" 


Request a form window to load entry by specifjdng the offset into a query result Hst. 


"Load Entry By ID" 


Request a form window to load entry by specifying a unique entry id. 


"Open Attachment" 


An attachment was been selected for display. 


"Gain Focus" 


A field on a form has gained input focus. 


"Lose Focus" 


A field on a form has lost input focus. 


"Switch Mode" 


A form window is chanffinc mode e from auprv f-o mifimif 


"Drill Down" 


In a results list or table field an entrv has bp<»n <?p1pH'pH for Avnanrlprl Hicr^lair 


"Refresh Field" 


Uodate the contents of a field from thp Hafaha<!P 


"Copy To New" 


The "Copy To New" menu or toolbar button was pressed 


"Do Named Search" 


A particular named search has been requested. These are stored queries that can be 
executed on command. 


"Keep Alive Session" 


Reset the session timeout. This enables the server to dean up inactive sessions. 


"Close Confirmation" 


Prompt the user to confirm close of an imcommitted window. 


"Select Close Confirmation" 


The users response to a CloseConfirmation request. 



states 



' Session - Window List" 
"Window - FocusField" 
"Window - Entries" 
Window - belectedEntries" 
wmaow - CjuiaeWait 
Wmdow - rromptTextList 


List of all windows, whether they are currently open, closed 

Field which currently has input focus for that window. 

The result of a query in a result list window (rows of data). 

In a result list or table field, the currently selected entries. 

VVlieUiti ur not the user is currently prompted in the context of a guide 

The current contents of the prompt pane while running a guide 


"Window - Chan^eFlag" 


Whether or not the window is currently marked as modified. 


Window - 

rromptWindowbtate 


Whether or not the prompt pane is visible. The prompt pane is an optional part of a 
schema window which can display messages modelessly, and is frequently used by 
form-fill-in guides. 


x^lclU. ~ V aiu.e 


ine current value ot a tield (can be different types). 


"Field - Display - Visible" 


Visible vs. Hidden for a field. 


"Field - Display - Access" 


Read-Write vs. Read-only vs. Disabled for a field 


"Field - Display - 
"MenizName" 


The current data menu associated with a field 


"Field - Display - LabelColor" 


The current color of the label associated with a field 


"Field -StatHistValue" 


The airrent contents of a speaal value type. This is the audit trail of changes to an 
CI Luj.il oiaiuo iitriui, ciicuueci mio a Special rormat. 


"Field -DiaryValue" 


The current contents of a special value type. This is an append-only character field 
which always adds user/timestamp whenever an append occurs. The previous 
entries are read-only. 


"Field - TableFieldValue" 


The current contents of a special value type. This is an embedded query result list 
which contains a list of entry data which can change by a "Refresh Field" command 


"Field - AttachFieldValue" 


The current contents of a special value type. This is a reference to, and attributes of, a 
file stored on the server which can be downloaded for display by the operating 
system (or browser). 


"Field - TableRowSelectoi^^ 


Which rows of a table field are currently selected. This refers to the user's ability to 
do multiple selection operations on a table field, and the ability of programmable 
rules to be affected by such selection. 



Definitions 



"Session Id" 


1 Inifinf* QAQGIrtn iHfsri'H'fi/^a'HrxT^ otr'ii/^fifr/a 
ocDolUll iUclLiiiiCalliJIl birilClUTc 


"Task List" 


1 •i^f' 3 V31 lji h friTTTlc frni/^oc /^iici*iTrM 't-»5i*^L"an-^o 

L^ioi \JL avaiiauic iuriiii>, guicieb/ cusiom pacKa^es 


"Field Definitiorm" 


1. iciu type, idyuui, vdiiudiiou range, aispiay properties, etc. Ail the mrormation to 
create a typed data field on a form. Can include data fields of type character, diary, 

inteser, real /decimal enum selprtinn Hatp/Hmp aftarTimonf ar*/-! -aio*-* <?4-^*irt 4-^i*«. 
*^^o ' \^^-wAAicii, ^xLUAiL ocic\_LHJii, u.aLc/ iiiiic, aiLduiimcni, anQ aiso static trim 

elements such as lines, boxes, text labels, tab controls and data tablp fiplH /'^ miAr^r 

result list embedded within a form). 


"Menu Definitions" 


Hierachical data menu description which can be attached to a field. Labels for items, 
value for items, nested submenus. 


"Results List Definitions" 


Query results window description (e.g. column titles) 


"Field Help" 


The help text provided for a field by the custom package author 


"New Entry Id" 


The id of a new entry (for implementatioi\s in which each entry has exactly one 
window) 


"Schema Help" 


The help text provided for a form. 


"Task Custom package" 


Description of custom package entry point. 
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